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Inspect mounting flange at bolt holes for cracks.

It is recommended to periodically inspect stack vanes on the inside 
and outside for cracks. The manufacturer states that a stress relieve 
repair is required for cracks longer than 1/4”.

These stacks are manufactured with several different materials 
and thickness.  Be sure your repair stations knows which 
material they are working on.

DeHavilland DHC-6-300 With PT6A-20/27 P&W Engine

DeHavilland DHC-6-400 With PT6A-34/35 Engine
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C6SC1107-1
C6SC1107-3
C6SC1092-1
C6SC1092-2
C6FF1866-19
C6FF1864-6
C6FF1864-5
C6FF1572-11
C6FF2290-3
C6FF1870-5
C6FF1584-14
C6FF1584-13
C6E1027-1
C6CF1214-1
C6CF1214-2

STACK ASSY (-27 ENGINE)
STACK ASSY RH (-27 ENGINE)
STACK ASSY LH (20 ENGINE)
STACK ASSY RH (20 ENGINE)
SEAT BASE ASSY DOUBLE

SEAT BACK ASSY RIGHT HAND

SEAT BACK ASSY  LEFT HAND

SEAT BOTTOM JUMP SEAT   
SEAT BACK ASSY DOUBLE

SEAT SUPPORT

SEAT FRAME  RIGHT HAND

SEAT FRAME  LEFT HAND

COOLING DUCT

LEVER ASSY  RIGHT HAND

LEVER ASSY  RIGHT HAND

LH 

C6L1021-1 PYLON

C6FF2903-7 SEAT BACK ASSY  COMMUTER

C6FF2903-3 SEAT BACK ASSY  COMMUTER

C6FF2263-1 SEAT BACK ASSY  COMMUTER

C6FF2903-79 SEAT BASE ASSY  DOUBLE
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